
A-99 DRILL+TWO PIN MACHINE
A-99 上/TWO PIN 二合一機

Feature特點：
1.雙面板(鑽孔上PIN)/多層板(Two Pin)二機一體, 切換方便,節省空間.

* Drill pinning for double-sided board and Two Pin machine for multi-layer board two machine in 
one, easy to switch, save space.

2. 鑽孔計數器裝置, 可設定鑽針壽命,確認鑽孔品質.
*Counter device which can set tool life of the drill bit to ensure drilling quality.

3.高轉速主軸搭配, 兩段式切換進刀,兼顧厚/薄/軟各種板材.搭配板面(上/下)同步集塵.
*High-speed spindle. Two-stages in-feed switching consider both thick / thin PCB 
and FPCB  in multi type panel and catching dust collection up and down simultaneously.  

4.板邊大型副尺搭配分厘卡尺, 可精確調整pin 與邊距.
Panel positioning assist device and X axis scale indicator to adjust pin to margin distance accurately

5.光柵安全防護與光電式防呆設計(45 ~ 250mm)
*Safety barrier and anti-rotation sensor protection device (45 ~ 250mm)

Technical information 規格：
1.Power supply 電源:220VAC(50/60HZ)；1200W 單相(馬達450W)         4. Pressure 壓力: 0.4MPA

2.Air pressure 氣壓 : 6.5 ~7 kg/c㎡ 5. Dust collection tube 集塵管: Ø  33mm

3.Cylinder stroke 汽缸行程: 130mm

PIN specification：
1.PIN diameter : 3.175mm (1/8〞)
2.PIN length     : 15~19mm  (5/8〞x  3/4 〞) , (Other spec. in option /其他規格可訂製)

Model Working range Dimension Weight

A-99
Drill Pinning: L220 x W210 ~ L860 x W710mm

Two Pin: L280 x W180 ~ L850 x W610 mm
L1400 x W910 x H1518mm 350 kgs


