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MEASURING ITEM

MAXIMUM MEASURING RANGE/RESOLUTION

0 ~ 99.9 µm  

±5 % of the full scale

THE PV-CHECKER IS A MEASURING DEVICE WICH 

MEASURES PRESSURE AND VACUUM FORCES IN 

ORDER TO CHECK THE DRILLING CONDITIONS OF 

THE MACHINES USED IN THE PCB INDUSTRY. THIS 

INSTRUMENT CAN ALSO CHECK THE BUSHING 

FLATNESS WITH A MEASUREMENT PRESSURE FILM.

FEATURES:

FUNCTION

OPERATING TEMPERATURE

WEIGHT

DC 9V battery 1 pc. / 10 hours operation

20 ~ 85 R.H. (no condensation)

DISPLAY 3 digits, digital LED

0° ~ 50° C

Sensor: 110 mm (W) x 90 mm (D) x 23 mm (H)
Indicator: 102 mm (W) x 191mm (D) x 58 mm (H)

Sensor: 0.7 kg / Indicator: 0.4 kg

POWER SOURCE

Comparator upper/lower limit control with
backup data function for setting measurement value

OPERATING HUMIDITY

ACCURACY

ONE MULTIPLE-PURPOSE MEASURING EQUIPMENT THAT MAKES 
POSSIBLE TO CHECK NOT ONLY THE PRESSURE-FOOT 
PRESSURE AND THE VACUUM FORCE BUT ALSO THE FLATNESS 
OF THE BUSHING.

A 9 VOLTS BATTERY IS USED AS A POWER SOURCE AND THE 
INDICATOR IS SEPARATED FROM THE SENSOR FOR AN EASIER 
HANDLING.

A SET OF 50 PV SHEETS (PRESSURE FILMS) ALLOWING TO CHECK 
THE FLATNESS OF THE BUSHING IS PROVIDED WITH THE PV-
CHECKER.

ALARM INDICATION
Over load: indicator will blink at 2 Hz when pressure or when
vacuum force is over 10 % of the maximum value

Low battery: indicator will blink at 10 Hz when voltage drops below 6.2 V

DIMENSIONS

ALARM INDICATION Max. pressure 250 N / resolution 1 N

Max. vacuum 300 hPa / resolution 1 hPa
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